
Features
 Plug & Play Temperature Datalogger with USB 2.0 Connector

 

Software & Driver  are not required for any operation

Automatically Generate a PDF & Excel Report while plugged into PC

High Accuracy thermistor sensor

Completely Programmable by users for maximum flexibility

includes :  6 Language, Sampling interval, Start delay, Alarm delay, unit,

Alarm range, Alarm type, password and user name

Compact, light and Ip67 (88160) or IP65 ( 88161)

Big LCD Provides Excellent Viewing experience

Count key to review Max. & Min value of logged data

Dual Color LED Provides instant status indicator : REC, Low

battery and High / Low Temperature 

Large Memory capacity, 48000 readings.

Powered by 2PCS CR2032 Battery. Easy replacement

PDF file contains summary, graph and detailed data list

En12830 and RoHS compliance
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No bothering 
computer 
setting!! 

Driver, Software
and reader are all
not required!!

Plug and Play!! 
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report
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Name

Step 1
Completely 
programmable
by users

Step 3
Press Start key 
3 seconds 
to activate

Step 4
Press Stop key
3 seconds to 
stop. You may
press “Mark”to 
make bookmark

Step 2
Leave it in any
place. 

Step 6
Plug into PC to 
generate PDF 
and Excel 
report.

Step 5
Press key to 
review max. &
min. value of 
logged data. 

Wall or desktop

Temp. Range

Temp. Resolution

Temp. Accuracy

Ext. Temp. Range

Ext. Temp. Resolution

Ext. Temp. Accuracy

Sampling Points

Meter Size

Operating Temp.

Operating RH%

Storage Temp.

Storage RH%

Alarm Range

Alarm delay

Alarm Type

Operation keys

LED Indicator

Sampling interval

Start delay

Battery

Standard Package

NTC Thermistor, -30 ~ 70ºC, -22 ~ 158ºF

0.1º C , 0.1 ºF

± 0.5 ºC

NTC Thermistor, -30 ~ 70ºC, -22 ~ 158ºF

 0.1º C , 0.1 ºF

± 0.5 ºC

48000 Readings                      24000Int. and 24000 Ext.

110(L)*45(W)*17(T)mm

-30 ~ 70 ºC (Logging status) : Room Temp. ( PC Mode)

Humidity < 90 %

-40 ~ 85 ºC

Humidity < 90 %

Programmable from -30 to 70 ºC

0, 5, 30, 45, 60,90,120minutes

Single Event, Cumulative, Disable

3 Keys, Start / Stop & Mark key & Count key

REC, Low Bat., High / Low Alarm

30seconds, 5,10,30,60,90,120minutes

0, 5, 30, 45, 60,90,120minutes and 24 hours

2 PC 3.0V Cr2032

Logger, Manual, Paper Box

 EQ- 88160 EQ- 88161Model 

Optional Accessory VZ87P6AZ1 or VW301G02 external
temp. Probe (for 88161 only)

EXTERNAL TEMP. PROBE 
P/N: VZ87P6AZ1 
COLOR: BLACK        
SIZE:15CM PROBE W/HANDLE
CABLE: 116CM W/3.5MM JACK

EXTERNAL TEMP. PROBE 
P/N: VW301G02 
COLOR: BLACK        
SIZE:2CM PROBE W/O HANDLE
CABLE: 200CM W/3.5MM JACK
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HTA INSTRUMENTATION (P) LTD.,

# 73, Ramachandra Agrahara, Near T.R. Mills, Chamarajpet, Bangalore - 560018, INDIA.    
Phone : 080-26749750, 26759253, 26740681 E-mail : sales@htaipl.com  Website :  www.htaipl.com   

An ISO 9001: 2015 Certified Company & NABL Accredited Calibration Laboratory as per ISO/IEC 17025:2017

Your One Stop For Instrumentation Supply, Automation & Calibration

Certificate No. IQSC202010014
ISO 9001:2015 CERTIFIED
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