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Temp. Range

Temp. Accuracy

Temp. Resolution

ATC

Operating Temp.

Operating RH%

Storage Temp.

Storage RH%

Dimension

Weight

Standard Package

Battery

2.0~14.0pH

+/-0.2pH 

0.1pH

0~60.0ºC

+/-1ºC

0.5ºC

Yes

0~50ºC

-10~50ºC

Humidity < 80%

Humidity < 90%

165(L)x35(W)x32(H)mm

115g

LR44 x 4pcs

Meter/Battery/Manual/Paper box

LCD Size 30(H)x18(W)mm

Pocket pH / Temperature Meter Pocket pH / Temperature Meter 

Big LCD with Dual Display

IP65 water proof 

pH / Temperature dual Display

20 Mins  Auto Power off

Data Hold Function

Low Battery Indicator

Temperature Unit Selectable

Cap to keep Sensor Wet & Last Life Time

One Touch Auto-calibration up to 3 Points     

 

          

Features

Specifications

Drinking WaterCooling Water AquacultureProcess Water Waste WaterWater Treatment Swimming PoolBoiler Water

 EQ - pH8685

Install the battery with correct polarity:

HTA INSTRUMENTATION (P) LTD.,

# 73, Ramachandra Agrahara, Near T.R. Mills, Chamarajpet, Bangalore - 560018, INDIA.    
Phone : 080-26749750, 26759253, 26740681 E-mail : sales@htaipl.com  Website :  www.htaipl.com   

An ISO 9001: 2015 Certified Company & NABL Accredited Calibration Laboratory as per ISO/IEC 17025:2017

Your One Stop For Instrumentation Supply, Automation & Calibration

Certificate No. IQSC202010014
ISO 9001:2015 CERTIFIED
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